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whenever needed,
available from the date of purchase
and for the following 10 years. Our
prompt spare parts service can reach
any corner of the globe in only
24-48 hours. We also keep spare
parts in our warehouse for models
that have already gone beyond this
time. Please check availability with
our spare parts centre.

Our after-sales service can count
on authorised assistance centres
in many European and non European
countries where highly qualified
personnel, trained with us,can help 
you professionally and
promptly.

The warranty of our products has
a validity ou to 36 months from the
date appearing on the purchase
document.

The warranty certificate
can be found in the end of the
user manual provided along
with the shipment.

ABOUT US
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Air-hydraulic jacks

320 mm
208 mm910 mm

110 mm

500 mm

1390 m
m

1310 m
m

005.LAJ.120.1.T

5 t

120 mm

500 mm

75 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 
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Air-hydraulic jacks

135 mm

160 mm

550 mm

320 mm 220 mm
295 mm

135 mm
1470 mm

040.LAJ.150.2

40/20 t

150 mm

300 mm

55 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2
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Air-hydraulic jacks

040.LAJ.150.2M

Portable version, with
removable handle

Portable version, with
removable handle

40/20 t

150 mm

300 mm

55 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2

040.LAJ.280.2M

40/20 t

280 mm

780 mm

65 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2
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Air-hydraulic jacks

040.LAJ.280.2

040.LAJ.150.2.X

40/20 t

280 mm

780 mm

65 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2

40/20 t

150 mm

295 mm

55 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2
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040.LAJ.200.2

075.LAJ.180.3W

40/20 t

180 mm

375 mm

80 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 3

40/20 t

200 mm

540 mm

70 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2

Air-hydraulic jacks
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Air-hydraulic jacks

050.LAJ.150.3.X

050.LAJ.200.2

50/25/15 t

150 mm

325 mm

70 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 3

50/30 t

210 mm

435 mm

75 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2
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050.LAJ.170.3

075.LAJ.150.4

75/43/25/15 t

150 mm

390 mm

85 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 4

50/25/15 t

170 mm

390 mm

80 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 3

Air-hydraulic jacks
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075.LAJ.330.3

Air-hydraulic jacks

050.LAJ.150.3.X

10/20 t

250 mm

538 mm

25 kg

6-8 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2

50/30 t

210 mm

435 mm

75 kg

9-12 bar

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Air waste 

Pistons 2
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003.LPJ.118.2

003.LPJ.118.2HD

3 t

118 mm

318 mm

18 kg

YES

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Vacuum system

Stages 2

5 t

118 mm

318 mm

21 kg

YES

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Vacuum system

Stages 2

Pneumatic jacks
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5 t

200 mm

490 mm

25 kg

YES

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Vacuum system

Stages 2

5 t

200 mm

490 mm

22 kg

YES

8-10 bar

Capacity

Min. height

Max. height

Pressure 

Weight 

Vacuum system

Stages 2

Pneumatic jacks

005.LPJ.200.2HD

003.LPJ.200.2
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Capacity

15 t

20 t

15 t

20 t

Pistons

1

1

1

1

Min. height

775 mm

775 mm

975 mm

975 mm

Max. height

1375 mm

1375 mm

1775 mm

1755 mm

Pressure

8-10 bar

8-10 bar

8-10 bar

8-10 bar

Weight

125 Kg

125 Kg

141 Kg

141 Kg

Air waste

600 nl/min

600 nl/min

600 nl/min

600 nl/min

15.LTH.775.1

20.LTH.775.1

15.LTH.975.1

20.LTH.975.1

LTH.975.1 LTH.775.1

Suspended air-hydraulic pit jacks
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Axle stands

Capacity 5 t

Min. height 310 mm

Max. height 480 mm

Weight 8 kg

Capacity 10 t

Min. height 310 mm

Max. height 480 mm

Weight 10 kg

Capacity 5 t

Min. height 445 mm

Max. height 730 mm

Weight 9.5 kg

Capacity 10 t

Min. height 445mm

Max. height 730 mm

Weight 13.5 kg

005.LAS.310.1 005.LAS.445.1

010.LAS.310.1 010.LAS.445.1
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Axle stands

Capacity 15 t

Min. height 445 mm

Max. height 730 mm

Weight 17.5 kg

Capacity 15 t

Min. height 310 mm

Max. height 480 mm

Weight 13 kg

010.LAS.695.1 015.LAS.310.1

015.LAS445.1

Capacity 15 t

Min. height 695 mm

Max. height 1200 mm

Weight 27.5 kg

015.LAS695.1

Capacity 10 t

Min. height 695 mm

Max. height 1200 mm

Weight 21.5 kg
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Capacity 20 t

Min. height 445 mm

Max. height 730 mm

Weight 18.5 kg

020.LAS445.1

Axle stands

Capacity 20 t

Min. height 310 mm

Max. height 480 mm

Weight 13.5 kg

Capacity 20 t

Min. height 695 mm

Max. height 1200 mm

Weight 30 kg

020.LAS695.1

020.LAS310.1
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